


Obermaschinerie
1 Deckenklappe für die Züge 43-45, 
Nutzlast 500 kg, max. Geschw. 0,08 m/s
1 Deckenklappe Olymp, Nutzlast 500 kg, max. Geschw. 0,025 m/s
1 Antrieb Hauptvorhang horizontal, 
Nutzlast 90 kg, max. Geschw. 1,5 m/s
1 Antrieb Hauptvorhang vertikal, 
Nutzlast 300 kg, max. Geschw. 1,0 m/s
8 Kettenzüge, Nutzlast 500 kg, max. Geschw. 0,3 m/s
2 Antriebe Portalblende, Nutzlast 500 kg, max. Geschw. 0,05 m/s
2 Prospektzüge Olymp, Nutzlast 500 kg, max. Geschw. 0,5 m/s
2 Deckenklappen Lautsprecher Olymp, 
Nutzlast 100 kg, max. Geschw. 0,025 m/s
2 Lautsprecherwinde Olymp, Nutzlast 250 kg, max. Geschw. 0,2 m/s
30 Mikrofonwinden, Nutzlast 20 kg, max. Geschw. 0,2 m/s
1 Antrieb Orgelhubwand, Nutzlast 7000 kg
2 Antrieb Wandklappen, Nutzlast 500 kg, max. Geschw. 0,2 m/s
6 Antriebe Riegelbolzen, Nutzlast 300 kg, max. Geschw. 0,46 m/s

untermaschinerie
2 Bühnenpodien Reihe 1, Größe 33,15 m²
Nutzlast  statisch 500 kg/m²
Nutzlast  dynamisch 250 kg/m², max. Geschw. 0,05 m/s, Hub 2,18 m 
2 Bühnenpodien Reihe 2, Größe 21,7 m²
Nutzlast  statisch 500 kg/m²
Nutzlast  dynamisch 250 kg/m², max. Geschw. 0,05 m/s, Hub 1,14 m 
1 Bühnenpodium Reihe 3, Größe 31,7 m²
Nutzlast  statisch 500 kg/m²
Nutzlast  dynamisch 250 kg/m², max. Geschw. 0,05 m/s, Hub 1,47 m 
1 Bühnenpodium Reihe 4, Größe 31,7 m²,
Nutzlast statisch 500 kg/m²
Nutzlast  dynamisch 250 kg/m², max. Geschw. 0,05 m/s, Hub 2,14 m 
1 Bühnenpodium Reihe 5, Größe 31 m²
Nutzlast  statisch 500 kg/m²
Nutzlast  dynamisch 250 kg/m², max. Geschw. 0,05 m/s, Hub 2,74 m 
1 Primär-Bühnenpodium Reihe 6, Größe 59,8 m²
Nutzlast  statisch 500 kg/m²
Nutzlast  dynamisch 250 kg/m², max. Geschw. 0,05 m/s, Hub 2,66 m 
1 Sekundärpodium 1 - im Podium Reihe 6, Größe 14,3 m²
Nutzlast  statisch 500 kg/m²
Nutzlast  dynamisch 250 kg/m², max. Geschw. 0,015 m/s, Hub 0,33 m 
1 Sekundärpodium 2 - im Podium Reihe 6 , Größe 23,3 m²
Nutzlast  statisch 500 kg/m²
Nutzlast  dynamisch 250 kg/m², max. Geschw. 0,015 m/s, Hub 0,66 m 

computersteuerung
Computersteuerung COSTACOwin® für 127 Achsen
1 Hauptbedienpult SCOUT Eagle
2 Nebenbedienpult SCOUT Milan
1 Handterminal SCOUT Hawk
1 Funkpult SCOUT Hawk
4 Notbedienpult SCOUT Merlin

control system
COSTACOwin® computer control system with 127 axes
1 main operation desk SCOUT Eagle
2 mobile operation desk SCOUT Milan
1 radio operation desk SCOUT Hawk
1 radio operation desk SCOUT Hawk
4 mini terminal SCOUT Merlin

Over stage machinery
1 Ceiling flap, payload 500 kg, max. speed 0.08 m/s
1 Ceiling flap, payload 500 kg, max. speed 0.025 m/s
1 Main curtain hoist, payload 90 kg, max. speed 1.5 m/s
1 Main curtain hoist, payload 300 kg, max. speed 1.0 m/s
8 Chain hoists, payload 500 kg, max. speed 0.3 m/s
2 Portal cladding hoists, payload 500 kg, max. speed 0.05 m/s
2 Fly bars, payload 500 kg, max. speed 0.5 m/s
2 Ceiling flaps, payload 100 kg, max. speed 0.025 m/s
2 Loudspeaker winches, payload 250 kg, max. speed 0.2 m/s
30 Microphone winches, payload 20 kg, max. speed 0.2 m/s
1 drive for lifting wall for organ, payload 7000 kg
2 drives for wall flap, payload 500 kg, max. speed 0.2 m/s
6 drives for locking pins, payload 300 kg, max. speed 0.46 m/s

under stage machinery
2 Stage elevators line 1, size 33.15 m²
payload static 500 kg/m²
payload dynamic 250 kg/m², max. speed 0.05 m/s, travel 2.18 m 
2 Stage elevators line 2, size 21.7 m²
payload static 500 kg/m²
payload dynamic 250 kg/m², max. speed 0.05 m/s, travel 1.14 m 
1 Stage elevator line 3, size 31.7 m²
payload static 500 kg/m²
payload dynamic 250 kg/m², max. speed 0.05 m/s, travel 1.47 m 
1 Stage elevator line 4, size 31.7 m²
payload static 500 kg/m²
payload dynamic 250 kg/m², max. speed 0.05 m/s, travel 2.14 m 
1 Stage elevator line 5, size 31.0 m²
payload static 500 kg/m²
payload dynamic 250 kg/m², max. speed 0.05 m/s, travel 2.74 m 
1 Primary stage elevator line 6, size 59.8 m²
payload static 500 kg/m²
payload dynamic 250 kg/m², max. speed 0.05 m/s, travel 2.66 m 
1 Secondary elevator 1 in elevator line 6, size 14.3 m²
payload static 500 kg/m²
payload dynamic 250 kg/m², max. speed 0.015 m/s, travel 0.33 m 
1 Secondary elevator 2 in elevator line 6, size 23.3 m²
payload static 500 kg/m²
payload dynamic 250 kg/m², max. speed 0.015 m/s, travel 0.66 m 




